
Bent parts by Grueber. 

We produce GRUEBER bent parts with a wide variety of geometries in a free bending process or with 
tools. Our portfolio includes two-dimensional or three-dimensional bent parts, harrow tines, cotter pins, 
wire bent parts or tines made of a wide variety of materials. Due to their precise design and high quality, 
GRUEBER bent parts are used in many different industries: from automotive and agriculture to machine and 
equipment construction. Wire thickness: From 5 mm

Materials 
|| 235JR - S355J2
|| according to EN 10025

Patented drawn wires 
|| SL, SM, SH
|| according to DIN EN 10270-1

Stainless wires
|| 1.4310	 X10CrNi18-8
|| 1.4301	 X5CrNi18-10
|| 1.4401	 X5CrNiMo17-12-2
|| 1.4568	 X7CrNiAl17-5
|| 1.4571	 X6CrNiMoTi17-12-2
|| and others upon request

Product range 
|| 	Two- and three-dimensional  

bent parts 
|| 	Torsion springs 
|| 	Harrow tines 
|| 	Double torsion springs 
|| 	Cotter pins 
|| Bent wire parts 
|| Tines 
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Bending operations
|| Centric and eccentric bending 
|| 	Winding and coiling of spring bellows 
|| 	Three-dimensional bending  

operations 
|| 	Bend-back clearance up to 1300 mm 

Machine concept 
|| Material feed from ring  

via straightener and  
feed rollers 

|| 	Single-head bending  
machine for wire diameters  
of 5 to 16 mm 

|| 	Spring steel like SH/SM  
up to 13 mm 


